GENERAL PARTITIONS PRODUCT SPECIFICATIONS MAY 1999
General Partitions Manufacturing Corporation TE14-833-1154; FAX: 814-838-3473
1702 Peninsula Drive; P.O. Box 8370, Erie, Penmsyiv 16505-0370

SECTION 10172

HIGH DENSITY POLYMER TOILET COMPARTMENTS

*rxekx - General Partitions manufacturers the followi ng products from high density polymer
plastic panels:

Toilet compartments:
Series 40 - Floor Supported with Headrail

Series 50 - Ceiling Hung
Series 60 - Floor to Ceiling

Urinal screens:

WHS-7 - Wall Hung

WHE-7 - Wall Hung Flange

FBS-7 - Floor Braced Screen

FSH-7 - Floor Supported with Headrail
Floor to Ceiling

Privacy screens

FBS-7 - Floor Braced Screen
FSH-7 - Floor Supported with Headrail
Floor to Ceiling

Shower cabinets:

Standard
Neo-corner

Handicapped

Shower and dressing compartments

This guide specification section can be used to syfy all of the above high density polymer
products. The specifier will need to select the gpopriate products and delete non-
applicable models and options. Text with bracketdenotes choices to be made. Refer to
General Partitions product literature for hardware, colors, sizes, and other available
options. If only high density polymer shower compdments are being specified, the section
title should be changed to SECTION 10174 - HIGH DESITY POLYMER SHOWER
COMPARTMENTS.

General Partitions also manufacturers toilet compatments in four other materials. For
these products use one of the following product spiéications:

SECTION 10161 - STEEL TOILET COMPARTMENTS
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SECTION 10162 - STAINLESS STEEL TOILET COMPARTMEN TS
SECTION 10165 - PLASTIC LAMINATE TOILET COMPARTME NTS
SECTION 10171 - SOLID PHENOLIC TOILET COMPARTMENT S

kkkkkkkkkhkkkhkkkhkkkhkkkhkkkhkkhkkhkkkhkkkhkkkhkkkhkkkhkkkkkk kkkkkkkkkkkkkkkkkkkkkkkkkkk

PART 1 - GENERAL

11  SUMMARY
A. Section includes: High density polymer plagtoilet compartments,] [urinal
screens,] [privacy screens] [shower cabinets,]][fsttbwer and dressing
compartments] including required fittings, hardwamed accessories.

B. Related sections:

*rxxkk | ist other specification sections dealing with work directly related to this section
such as the following. *****

1. Section 05500 - Metal Fabrications: Strugltgupport system for ceiling
attached toilet compartments.

2. Section 09255 - Gypsum Board Systems: Biagki metal stud partitions for
wall anchorage of toilet compartments.

3. Section 10810 - Toilet Accessories: Accdssanounted on toilet
compartments.

4. Section 15400 - Plumbing Fixtures and Equiptn&hower head, valves, and
plumbing for shower cabinets.

1.2 REFERENCES

**x% st by number and full title reference stand ards referred to in remainder of
specification section. Delete non-applicable refences. *****

A. Americans with Disabilities (ADA) Standardg faccessible Design.

B. ANSIA117.1 - American National Standard fariBings and Facilities - Providing
Accessibility and Usability for Physically Handigagul People.

C. ASTM A167 - Stainless and Heat Resisting ChuomNickel Steel Plate, Sheet, and
Strip.

D. ASTM E84 - Surface Burning Characteristic8atflding Materials.

E. UFAS - Uniform Federal Accessibility Standards
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1.3  SUBMITTALS
A. Provide in accordance with Section 01330 -rSitial Procedures:
1. Product data for compartments, panels, fesshardware, and accessories.

2. Shop drawings showing partition plans, elieve, dimensions, door swings,
details for supports, and method of anchorage.

3. Samples of manufacturer's finishes [for deladoy Architect].

4. Installation instructions.

5. Maintenance instructions.

6. Copy of warranty required by Paragraph lr5dwiew by Architect.
1.4  QUALITY ASSURANCE
*rxx% Barrier free requirements will depend on typ e of project and local jurisdiction. Edit
and include the following paragraph if toilet and $iower compartments need to

accommodate persons with physical handicaps. *****

A. Products and installation shall comply withQA Standards] [ANSI A117.1]
[UFAS] | |

1.5 WARRANTY

A. In accordance with Section 01770 - CloseootPdures provide 15 years warranty
to cover panels, doors, and pilasters against bgggldelamination, and corrosion.

PART 2 - PRODUCTS

2.1 ACCEPTABLE MANUFACTURERS

A. General Partitions Manufacturing CorporatiBnO. Box 8370, Erie, Pennsylvania,;
814-833-1154.

B. Manufacturers of equivalent products submitied approved in accordance with
Section 01630 - Product Substitution Procedures.

2.2 TYPE[S]

*xkk - Select types and models of toilet compartmemnbeing specified and desired attributes
from the following options. *****
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A. Toilet compartments: [Panels supported bggtérs anchored to floor and braced
overhead with headrail; Series 40 - Floor Supportitd Headrail] [Panels supported
by ceiling hung pilasters; Series 50 - Ceiling Huiiranels supported by pilasters
anchored to floor and extending to ceiling; Se@@s Floor to Ceiling] [Extra height
panels mounted [3 inches] [76 mm] supported bysgels anchored to floor [and
braced overhead with headrail]; as manufacture@dayeral Partitions
Manufacturing Corporation.

**&kk - Screens can be placed between urinals or e to block view at toilet room
entrance. Model FBS-7 - Floor Braced Screen, Mod&SH-7 - Floor Supported with
Headrail, and Floor to Ceiling Model are recommendd for privacy screens at locations
other than between urinals. *****

B. [Urinal] [and] [privacy] screens: [Screensigurom wall with brackets; Model
WHS-7 - Wall Hung] [Screens hung from wall withntimuous aluminum channel;
Model WHF-7] [Screens attached to wall and bramgegilasters anchored to floor;
Model FBS-7 - Floor Braced Screen] [Screens supddry pilasters anchored to
floor and braced overhead with headrail; Model FSH-loor Supported with
Headrail] [Screens supported by pilasters anchiwrdidor and extending to ceiling -
Floor to Ceiling Model] as manufactured by Gen&aititions Manufacturing
Corporation.

**x&% - General Partitions' Shower Cabinets can be nstalled as single units or as multiple
units. Cabinets are provided with precast terrazzaeceptors in three designs: Rectangular
shape with a curb at opening, Standard Design; triagular shape for corner installation

with a curb at opening, Neo-corner; and rectangulaishape with a ramped design to
accommodate persons with physical handicaps, Handipped. *****

C. Shower cabinets: [Single] [Multiple] [threided rectangular] [two sided triangular]
cabinet[s] with precast terrazzo receptor[s] [desthto accommodate persons with
physical handicaps]; Series [Standard] [Neo-corft¢éahdicapped] Shower Cabinet
as manufactured by General Partitions Manufactutiagporation.

*+x6% Different configurations and sizes of showerand dressing compartments can be
provided by General Partitions. Compartments can b combination shower and dressing
configuration or designed only as a dressing compament or a shower stall. Typically
partitions are supported by pilasters anchored tolbor and braced overhead with
headrails. Options include shower curtains, doorsand seats. Contact General Partitions
for assistance in design of shower and dressing cpartments and selection of options.

*kkkk

D. [Combination] [shower] [and] [dressing] comimaents: Formed from partitions
supported by pilasters anchored to floor and brasedhead with headrails to
configuration and sizes indicated on Drawings amyiged with [shower curtain]
[swinging doors] [shower seats] | |; [Showenidl] [Dressing] Compartments
as manufactured by General Partitions Manufactutiagporation.
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2.3 PANELS

A. Material: Molded under pressure from high signpolymer resin with uniform
color throughout.

1.

4.

5.

Resistant to delamination, water, steamoston, soaps, detergents, and
mildew. Does not absorb odors.

Self-lubricating surface that is graffiti iggant to markings from pen, pencil,
marker, and paint.

Edges: Machine radius eliminating sharp sdge
Surface texture: Orange peel.

Fire hazard: Class C in accordance with AH34.

*exx - Exposed bottom edges of high density polymerpanels and doors are protected by
aluminum heat sincs from ignition by vandals. *****

B. Heat sincs: Attach [1/8 inch] [3 mm] aluminwtnips with screws to bottom edges
of panels and doors to protect panel from beingagrby vandals.

C. Minimum thickness:

1.

2.

3.

Panels: 1 inch.

Doors: 1 inch.

Pilasters: 1 inch.

**x&% |Include the following paragraph for Model FB S-7 - Floor Supported Urinal Screen.

*kkkk

D. Equip bottom end of pilasters with [1/2 in¢hB mm] thick steel bar anchored to
high density polymer core with threaded anchorspses, and metal spacers. Bar to
accept two threaded steel studs and leveling ragid for anchoring pilaster to floor.

***&% |nclude the following paragraph for Series 50 - Ceiling Hung. *****

E. Equip top end of pilasters with [1/2 inch] [d&8n] thick steel bar anchored to high
density polymer core with threaded anchors, set, @nd metal spacers. Bar to
accept two threaded steel studs and leveling ragid for suspending pilaster from
ceiling support.

**x&% - General Partitions provides standard panel sizes and custom designs. Contact
General Partitions for availability and assistancean planning custom sizes and
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configurations.

It is often convenient to indicate panel sizes ing&cifications rather than dimension
components on Drawings. Otherwise, dimensions cdre shown on Drawings. However, in
order to avoid potential conflicts do not list size in both Drawings and Specifications.

*kkkk

F. Sizes: [As indicated on Drawings.]

**x&% - General Partitions provides standard panel widths to construct toilet compartments
48, 54, 57, 60, 61-1/4, 66, 72, and 78 inches (1213¥2, 1448, 1556, 1676, 1829, 1981 mm)
deep. Standard panel height is 55 inches (1397 mm)

General Partitions also provides Eastern Style to#t compartments in_Series 30, Series 40,
and Series 60. Panel height for Eastern Style tell compartments is 67 inches (1702 mm).
The panels are mounted 3 inches (76 mm) above floproviding greater privacy. Eastern
Style toilet compartments are designed for use wherstandard height water closets are not
installed. *****

1. Toilet compartment panel: [Width to suit quartment depth shown on
Drawings] [[48] [54] [57] [60] [61-1/4] [66] [72] T8] | | inches wide]
[[1219] [1372] [1448] [1556] [1676] [1829] [1981] | | mm wide] by [[55]
[67] ] | inches] [[1397] [1702] mm] high.

*xx% Door height for Eastern Style toilet compart ments is 67 inches (1702 mm). All other
toilet compartment doors are 55 inches (1397 mm) ¢in and standard width is 24 inches
(620 mm). A 32 inches (813 mm) clear door openirand outswinging door is required for
use by persons with physical handicaps. *****

2. Inswinging door: [24 inches] [610 mm] [__] wide by [[55] [67] |
inches] [[1397] [1702] mm] high.

3. Outswinging door for use by persons with ptglhandicaps: Width to provide
[32 inches] [813 mm] clear opening by [[55] [67] [ ] inches] [[1397]
[1702] mm] high.

*rx0% - Standard widths for urinal screens are 18 and 24 inches (457 and 610 mm).
Standard height for WHS-7 and_WHFE-7 urinal screends 42 inches (1067 mm) and for
FBS-7, FSH-7, and Floor to Ceiling urinal screenssi55 inches (1397 mm). *****

4. Urinal screens: [[18] [24] | | inchep}$7] [610] mm] wide by [[42] [55]
[ | inches] [[1067] [1397] | | mm] high.

*eekx Width of privacy screens at locations other than between urinals will vary with
condition. Typical heights for privacy screens aré&5 and 70 inches (1397 and 1778 mm).

*kkkk
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5. Privacy screens: || | inches] ] mhwide by [[55] [70] | |
inches] [[1397] [1778] mm] high.

**xx% Panels for shower and dressing compartmentswill vary according to configuration
and design. Typical heights are 55 and 70 inches397 and 1778 mm). *****

6. Shower and dressing compartment panels: [ ] inches wide by [[55] [70]
[ | inches] [[1397] [1778] mm] high.

*rxex - Pilaster widths vary with compartment and do or sizes. Minimum width for Series
50 is 8 inches (203 mm)Standard pilaster height for EBS-7 is 70 inches (B mm) and for
Series 40, and Shower and Dressing Compartments82 inches (2083 mm). For Series 50,
Series 60, and Floor to Ceiling urinal and privacyscreens pilaster height will vary with
ceiling height. *****

7. Pilaster: [Width to suit compartment size] [[ ] [inches] [mm] wide] by

[[70] [82] [ | inches] [1778] [2083] | | fm] high.] [by height
extending from floor to ceiling.]

*rxeex Pilaster widths vary with compartment and do or sizes. Minimum width for Series
60 is 8 inches (203 mm)Standard pilaster height for Series 40 and Showerral Dressing
Compartments is 82 inches (2083 mm). For Series @0d Floor to Ceiling urinal and
privacy screens pilaster height will vary with ceiing height. Pilaster for ESH-7 urinal and
privacy screen is an extruded aluminum member desitved in 2.4 below. *****

8. Pilaster: [Width to suit compartment size] [[ ] [inches] [mm] wide] by

[[82] [ | inches] [1778] | | [mm] high.] {itheight extending from
floor to ceiling.]

*rxex - Standard sizes for Standard Shower Cabinetsare 32 inches (813 mm) wide by 32
inches (813 mm) deep by 82 inches (2083 mm) highdaB6 inches (914 mm) wide by 36
inches (914) deep by 82 inches (2083 mm) high. Nswner Shower Cabinets are

triangular in plan. Standard sizes is a right triangles with two sides at 40 inches (1016 mm)
by 82 inches (2083 mm) high. Standard sizes for Hdicapped Shower Compartments are
40 inches (1016 mm) wide by 40 inches (1016 mm) dd®/ 82 inches (2083 mm) high and
40 inches (1016 mm) wide by 48 inches (1219 mm) dd® 82 inches (2083) deep. *****

9. Shower cabinets: [32 inches wide by 32 isdeep by 82 inches high] [813
mm wide by 813 mm deep by 2083 mm high] [36 inchiee by 36 inches deep
by 82 inches high] [914 mm wide by 914 mm deep @§32mm high] [Right
triangle with two sides at 40 inches by 82 inchighhRight triangle with two
sides at 1016 mm by 2083 mm high] [40 inches wild®inches deep by 82
inches high] [1016 mm wide by 1016 mm deep by 2083 high] [40 inches
wide by 48 inches deep by 82 inches high] [1016wide by 1219 mm deep by
2083 mm deep].

24  FITTINGS
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**&x* Headrails are required for Series 40 toilet compartments, ESH-7 urinal screens and
Shower and Dressing Compartments. *****

A. Headrail: Extruded aluminum channel with agrip shape, designed to fit over top
of pilasters, [1-7/8 by 1-1/32 inches] [48 by 26 inm

*xxx For Series 50 - Ceiling Hung it is recommenced that overhead bracing consisting of
1 by 3 inches (25 by 76 mm) strips of high densigolymer be attached to suspended
pilasters, *****

B. Overhead bracing: [1 by 3 inches] [15 by 7@]nstrips of high density polymer.

**xx% Include the following for Shower Cabinets. *****

C. Shower cabinet hardware: Provide extrudechisum top cap and continuous
corner connection fitting for field assembly of cedis.

D. Attachment hardware: Chrome plated, one-vamydal proof sex bolts and No. 14
stainless steel metal screws of length recommehgadanufacturer.

E. Connection brackets: Heavy duty continuousueled aluminum, [55 inches] [1473
mm] high.

F. Pilaster trim: Minimum [3 inches high 0.03l thick] [76 mm high by 0.76 mm
thick] stainless steel shoe, ASTM A167.

2.5 HARDWARE

*+xx% Refer to General Partitions product literatu re for descriptions, illustrations, and
selection guidelines for hardware items. Delete neapplicable hardware items.

Standard hinges are pivot type. For heavy duty catitions, three types of full length hinges
are available options. *****

A. Hinges: [[8 inches] [203 mm] high extrudedminum warp around pivot hinges
with nylon cams and adjustable for door closingifims] [Geared aluminum full
length hinges.] [Stainless steel full length hingESpring loaded aluminum full
length hinge.]

*xeek Two types of door bumper are provided by General Partitions. Select appropriate
type *kkkk

B. [Combination coat hook and rubber bumper] [Reritipped door bumper]: Cast
alloy, chrome plated.

C. Latch: Surface mounted, extruded aluminuhediatch that does not require
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twisting or turning of wrist to operate.
D. Combination latch keeper and door stop wittber bumper: Extruded aluminum.
E. Door pull: Cast alloy, chrome plated, straiglop design.
2.6  ACCESSORIES
***xx* The following accessories are available forShower Cabinets and Shower and
Dressing Compartments. Receptors and curtain rodare standard accessories for Shower

Cabinets. Shower curtains, curtain tracks, seatslothes hooks, and soap dishes are
optional accessories and will not be provided unlesspecified. Delete non-applicable items.

*kkkk

A. Shower receptor:

*re6% Receptors are available as_Standard Designa triangular design for corner
installation, Neo-corner; or with a ramped designHandicapped, to accommodate persons
with physical handicaps. *****

1. Type: Precast terrazzo, black and whiteroelth [triangular design for corner
installation] [ramped front to accommodate perswits physical handicaps,]
brass drain, and stainless steel strainer; [Stdhfldeo-corner] [Handicapped]
as manufactured by General Partitions Manufactufiagporation.

*rx6% - Standard receptors are available in sizes 32by 32 inches (813 by 813 mm) and 36 by
36 inches (914 by 914 mm)._Neo-corner as a righitaingle with two 40 inches (1016 mm)
sides. _Handicapped receptors are available in sgd0 by 40 inches (1016 by 1016 mm) and
40 by 48 inches (1016 by 1219 mm).

2. Size: [32 inches wide by 32 inches deep[Bim wide by 813 mm deep] [914
mm wide by 914 mm deep] [Right triangle with twdes at 40 inches] [Right
triangle with two sides at 1017 mm] [40 inches wiye40 inches deep] [1016
mm wide by 1016 mm deep] [40 inches wide by 48 @sctieep] [L016 mm
wide by 1219 mm deep].
*xek Two types of shower curtain are provided asan optional accessory. *****

B. [Shower] [Dressing compartment] curtain: [§#oveave, white duck fabric] [Heavy
duty, translucent vinyl curtain] with grommets amabks.

**xxx Shower cabinets can be provided with curtain rods. *****
C. Provide shower cabinets with stainless staatd curtain rod.

*xx% - Shower and dressing compartments can be equuped with curtain track in headrail.

*kkkk
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D. Provide extruded aluminum track in headrailsbfower] [and] [dressing]
compartment. Provide with carriers for suspensiocurtain.

E. [Shower] [Dressing compartment] seat: [[1-ibh] [32 mm] maple with urethane
finish] [High density polymer], [1/4 inch] [6 mmpdiused edges, [10 inches] [254
mm] wide by length of compartment as indicated @avidngs.] [size and shape as
indicated on Drawings.] Provide with brackets andports.

F. Clothes hooks: Double prong, non-ferrous alisy, chrome plated.
G. Soap dish: Stainless steel.
2.7 FACTORY FINISHING

*ek% - General Partitions provides many standard fi nish colors for high density polymer
toilet compartments. Contact General Partitions fo standard colors and additional
optional colors. Special request colors will incrase delivery time. Single or multiple colors
can be used. For multiple colors, specifier will @ed to list color for each component such
as pilasters, doors, and urinal screens. *****

A. Color: [| | as provided by General Pastis Manufacturing Corporation.]
[[Single color] [Maximum of | | colors] selectdy Architect from
manufacturer's [standard] [full] range.

PART 3 - EXECUTION

3.1 PREPARATION

A. Coordinate requirements for blocking in stualle/to ensure proper support is
provided for wall attachments.

***&x* Include the following paragraph for Series 50 - Ceiling Hung and_Series 60 - Floor
to Ceiling toilet compartments. *****

B. Coordinate requirements for structural suppwmbers and bracing above ceiling
for adequate [suspension of ceiling hung toilet partments] [attachment of floor to
ceiling pilaster].

C. Coordinate requirements for piping, draingl plumbing rough-ins for adequate
installation of shower cabinets. Factory prepamager panels to receive plumbing
fittings.

D. Verify that site conditions are ready to reeeivork and opening dimensions are as
indicated on shop drawings.

E. Verify correct spacing of plumbing fixtures.
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3.2 INSTALLATION

A. Install partitions [and shower cabinets] se¢ylumb, and level in accordance with
manufacturer's instructions.

B. Maintain [3/8 to 1 inch] [10 to 25 mm] uniforapace between wall and panels and
between wall and end pilasters.

C. Attach panel brackets securely to walls usimghor devices recommended by
manufacturer.

D. Attach panels and pilasters to brackets vhes metal screws.

***&% |nclude the following paragraph for Model FB_S-7 - Floor Braced Urinal Screen.

*kkkk

E. Anchor pilaster to floor with two [3/8 inchl() mm] threaded steel studs and
leveling nuts and washers. Adjust pilaster supfmocompensate for floor variations.
Conceal floor fastenings with pilaster shoes.

***xx* Include the following two paragraphs for Series 40 - Floor Supported with Headrail,
Model FESH-7 - Floor Supported Urinal Screen with Hadrail, and Shower and Dressing
Compartments with Headrail. *****

F. Brace pilasters with overhead rail. Locatadnail joints at pilaster center lines.

G. Anchor pilaster to floor with heavy duty gatvzed steel angle plate, sheet metal,
screws, and anchors. Conceal floor fastenings pi#ister shoes.

***x% Include the following paragraph for Series 50 - Ceiling Hung toilet compartments.

*kkkk

H. Suspend pilasters from auxiliary structurahfiing directly above finished ceiling.
Attach with two [3/8 inch] [10 mm] threaded studsifiches] [127 mm] long. Use
leveling nuts and washers to adjust position afgpédr. Conceal ceiling attachment
with pilaster shoes.

***&% |nclude the following paragraph for Series 60 - Floor to Ceiling toilet compartments.

*kkkk

I.  Anchor pilaster to floor and to ceiling suppaith heavy duty galvanized steel angle
plate, sheet metal screws, and anchors. Conoealdhd ceiling fastenings with
pilaster shoes.

***x% |nclude the following paragraph for Series 50 - Ceiling Hung toilet compartments.

*kkkk
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J. Attach high density polymer continuous sttgpback side of pilaster for overhead
bracing. Top of bracing to be located at [7 f¢21]34 mm] above floor.

**xx&% Include the following paragraph for Model WH F-7 - Wall Hung Flange Urinal
Screen. *rrxx

K. Anchor urinal screen panels to walls with gonbus aluminum channel.

***&% |nclude the following paragraph for toilet c ompartments or if shower and dressing
compartments are equipped with doors. *****

L. Door installation: Hang doors from pilastefrovide two hinges for 24 inches
wide doors and three hinges of doors greater thanches wide.] [Provide doors
with full length continuous hinge.] Equip each deeth door latch, door strike and
keeper, and [coat hook and bumper] [door bumpledtall door pull on outswinging
doors.

**xx% |nclude the following paragraph for Shower C abinets. *****

M. Shower cabinets: Assemble with extruded atwmmi corner connection fittings and
top cap. Ensure that joints between panels, recggdtoor, and adjacent walls are
properly sealed to prevent water leakage. Seal gl fastener penetrations through
panels to prevent moisture migration into paneécor

3.3 ERECTION TOLERANCES
A. Maximum variation from true position: [1/4dhn] [6 mm].
B. Maximum variation from plumb: [1/8 inch] [3m].

3.4  ADJUSTING

A. Replace significantly damaged, deeply scratcbe broken panels.

B. Adjust hinges to locate inswinging doors imtjgh open position and outswinging
doors in closed position when unlatched.

C. Adjust and align hardware to uniform clearaateertical edge of doors.

3.5 CLEANING

A. Clean surfaces with liquid spray furniturecounter top polish. Do not use
abrasives.

END OF SECTION
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