GENERAL PARTITIONS PRODUCT SPECIFICATIONS MAY 1999
General Partitions Manufacturing Corporation TE14-833-1154; FAX: 814-838-3473
1702 Peninsula Drive; P.O. Box 8370, Erie, Penmsyiv 16505-0370

SECTION 10162

STAINLESS STEEL TOILET COMPARTMENTS

*xekx - General Partitions manufacturers the followi ng products from stainless steel panels:
Toilet compartments:

Series 30 - Floor Supported

Series 40 - Floor Supported with Headrail
Series 50 - Ceiling Hung

Series 60 - Floor to Ceiling

Urinal screens:

WHS-3 - Wall Hung

WHE-3 - Wall Hung Flange

FBS-3 - Floor Braced Screen

FSH-3 - Floor Supported with Headrail

Privacy screens

FBS-3 - Floor Braced Screen
FSH-3 - Floor Supported with Headrail
Floor to Ceiling

Shower cabinets:

Standard
Neo-corner

Handicapped

Shower and dressing compartments

This guide specification section can be used to spiy all of the above stainless steel
products. The specifier will need to select the gpopriate products and delete non-
applicable models and options. Text within bracket denotes choices to be made. Refer to
General Partitions product literature for hardware, colors, sizes, and other available
options. If only stainless steel shower compartménare being specified, the section title
should be changed to SECTION 10164 - STAINLESS STHESHOWER
COMPARTMENTS.

General Partitions also manufacturers toilet compatments in four other materials. For
these products use one of the following guide spécations:

SECTION 10161 - STEEL TOILET COMPARTMENTS
SECTION 10165 - PLASTIC LAMINATE TOILET COMPARTME NTS
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SECTION 10171 - SOLID PHENOLIC TOILET COMPARTMENT S
SECTION 10172 - HIGH DENSITY POLYMER TOILET COMPA RTMENTS

kkkkkkkkkkkkkkkkkkkkkkkhkkkhkkkhkkkhkkkhkkhkkkhkkkhkkkkkk kkkkkkkkkkkkkkkkkkkkkkkkkhkk

PART 1 - GENERAL

1.1 SUMMARY
A. Section includes: Stainless steel [toilet pamiments,] [urinal screens,] [privacy
screens] [shower cabinets,] [and] [shower and drgsompartments] including
required fittings, hardware, and accessories.

B. Related sections:

*rxek%k st other specification sections dealing with work directly related to this section
such as the following. *****

1. Section 05500 - Metal Fabrications: Strualtgupport system for ceiling hung
toilet compartments.

2. Section 09255 - Gypsum Board Systems: Blarkin metal stud partitions for
wall anchorage of toilet compartments.

3. Section 10810 - Toilet Accessories: Accdssanounted on toilet
compartments.

4. Section 15400 - Plumbing Fixtures and Equipmé&hower head, valves, and
plumbing for shower cabinets.

1.2 REFERENCES

**x% st by number and full title reference stand ards referred to in remainder of
specification section. Delete non-applicable refences. *****

A. Americans with Disabilities (ADA) Standardg faccessible Design.

B. ANSIA117.1 - American National Standard fariBings and Facilities - Providing
Accessibility and Usability for Physically Handiqagal People.

C. ASTM A526 - Steel Sheet, Zinc-Coated (Galvad)zy the Hot-Dip Process,
Commercial Quality.

D. UFAS - Uniform Federal Accessibility Standards

1.3  SUBMITTALS
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A. Provide in accordance with Section 01330 -rSitfal Procedures:
1. Product data for compartments, panels, fesshardware, and accessories.

2. Shop drawings showing partition plans, elieves, dimensions, door swings,
details for supports, and method of anchorage.

*xex% Typical finish for stainless steel compartments is No. 3 polished stainless steel finish
and a sample may or may not be required. Generaldrtitions also provides optional
textured stainless steel and baked enamel finishe®elete the following paragraph if
samples are not required. *****

3. Samples of manufacturer's finishes [for dedadoy Architect].

*xx% Delete the following paragraph if optional b aked enamel finishes are not be used for
the stainless steel compartments. *****

4. Certificate showing compliance of finish wigkrformance requirements
specified in Paragraph 2.7.

5. Installation instructions.

6. Maintenance instructions.
1.4  QUALITY ASSURANCE
*rx6x Barrier free requirements will depend on typ e of project and local jurisdiction. Edit
and include the following paragraph if toilet and $iower compartments need to

accommodate persons with physical handicaps. *****

A. Products and installation shall comply withQA Standards] [ANSI A117.1]
[UFAS] | |

1.5 DELIVERY, STORAGE, AND HANDLING

A. Prior to shipping, protect stainless steelgbdimish with PVC film. Do not remove
until installation at site.

PART 2 - PRODUCTS

2.1 ACCEPTABLE MANUFACTURERS

A. General Partitions Manufacturing CorporatiBnO. Box 8370, Erie, Pennsylvania,;
814-833-1154.

B. Manufacturers of equivalent products submitied approved in accordance with
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Section 01630 - Product Substitution Procedures.
2.2 TYPE[S]

*ekk - Select types and models of toilet compartmen being specified and desired attributes
from the following options. *****

A. Toilet compartments: [Panels supported bagtédrs anchored to floor; Series 30 -
Floor Supported] [Panels supported by pilastersiared to floor and braced
overhead with headrail; Series 40 - Floor Suppontitd Headrail] [Panels supported
by ceiling hung pilasters; Series 50 - Ceiling Hufanels supported by pilasters
anchored to floor and extending to ceiling; Se@@s Floor to Ceiling] [Extra height
panels mounted [3 inches] [76 mm] supported bysels anchored to floor [and
braced overhead with headrail]; as manufacture@dayeral Partitions
Manufacturing Corporation.

*rxkk Screens can be placed between urinals or el to block view at toilet room
entrance. Model FBS-3 - Floor Braced Screen, Modé&SH-3 - Floor Supported with
Headrail, and Floor to Ceiling Model are recommendd for privacy screens at locations
other than between urinals. *****

B. [Urinal] [and] [privacy] screens: [Screensigurom wall with brackets; Model
WHS-3 - Wall Hung] [Screens hung from wall withntimuous aluminum channel;
Model WHF-3] [Screens attached to wall and bradmegilasters anchored to floor;
Model FBS-3 - Floor Braced Screen] [Screens supddy pilasters anchored to
floor and braced overhead with headrail; Model FSH-loor Supported with
Headrail] [Screens supported by pilasters anchwrdéidor and extending to ceiling -
Floor to Ceiling Model] as manufactured by Gen&aititions Manufacturing
Corporation.

*xek% - General Partitions' Shower Cabinets can be nstalled as single units or as multiple
units. Cabinets are provided with precast terrazzaeceptors in three designs: Rectangular
shape with a curb at opening, Standard Design; triagular shape for corner installation

with a curb at opening, Neo-corner; and rectangulaishape with a ramped design to
accommodate persons with physical handicaps, Handipped. *****

C. Shower cabinets: [Single] [Multiple] [threided rectangular] [two sided triangular]
cabinet[s] with precast terrazzo receptor[s] [destjto accommodate persons with
physical handicaps]; Series [Standard] [Neo-corfi¢ahdicapped] Shower Cabinet
as manufactured by General Partitions Manufactutiagporation.

*xxxx Different configurations and sizes of showerand dressing compartments can be
provided by General Partitions. Compartments can b combination shower and dressing
configuration or designed only as a dressing compament or a shower stall. Typically
partitions are supported by pilasters anchored tolbor and braced overhead with
headrails. Options include shower curtains, doorsand seats. Contact General Partitions
for assistance in design of shower and dressing cpartments and selection of options.
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D. [Combination] [shower] [and] [dressing] comiaents: Formed from partitions
supported by pilasters anchored to floor and brasedhead with headrails to
configuration and sizes indicated on Drawings amyided with [shower curtain]
[swinging doors] [shower seats] | |; [Showenidl] [Dressing] Compartments
as manufactured by General Partitions Manufactutiagporation.

2.3 PANELS
A. Fabricate from two stainless steel face sheetssure bonded to honeycomb core.

B. Face sheets: ASTM A167, #3 directional paashstainless steel. Minimum
thickness:

1. Partition, door, urinal screen, privacy soresnd shower panels: .030
2. Pilaster panels: .030
C. Minimum thickness:
1. Panels and doors: [1 inch] [25 mm].
2. Pilasters: [1-1/4 inches] [32 mm].

D. Core: Sound deadening, moisture resistamregnated cardboard honeycomb.
Adhere each cell to face sheets with moisture impas adhesive.

E. Edges: After assembling face sheets togeditach die drawn, stainless steel,
radiused, smooth molding to all four panel sides.

F. Corner reinforcement: At each panel corneglmanically fuse formed steel corner
reinforcement to panel edges.

**xx% Include the following paragraph for Series 30 - Floor Supported and_Model FBS-3 -
Floor Supported Urinal Screen. *****

G. Equip bottom end of pilasters with steel mtdie for attachment to floor with
threaded steel studs and leveling nuts.

**xx% |nclude the following paragraph for Series 50 - Ceiling Hung. *****

H. Equip top end of pilasters with steel bar $adior attachment to ceiling support
member with threaded steel studs and leveling nuts.

**x&% - General Partitions provides standard panel sizes and custom designs. Contact
General Partitions for availability and assistancan planning custom sizes and
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configurations.

It is often convenient to indicate panel sizes inggcifications rather than dimension
components on Drawings. Otherwise, dimensions cdre shown on Drawings. However,
do not list sizes in both Drawings and Specificatits in order to avoid potential conflicts.

*kkkk

I. Sizes: [As indicated on Drawings.]

**x&% - General Partitions provides standard panel widths to construct toilet compartments
48, 54, 57, 60, 61-1/4, 66, 72, and 78 inches (1213¥2, 1448, 1556, 1676, 1829, 1981 mm)
deep. Standard panel height is 58 inches (1473 mm)

General Partitions also provides Eastern Style to#t compartments in_Series 30, Series 40,
and Series 60. Panel height for Eastern Style tell compartments is 67 inches (1702 mm).
The panels are mounted 3 inches (76 mm) above floproviding greater privacy. Eastern
Style toilet compartments are designed for use wherstandard height water closets are not
installed. *****

1. Toilet compartment panel: [Width to suit quartment depth shown on
Drawings] [[48] [54] [57] [60] [61-1/4] [66] [72] T8] | | inches wide]
[[1219] [1372] [1448] [1556] [1676] [1829] [1981] | | mm wide] by [[58]
[67] ] | inches] [[1473] [1702] mm] high.

*xx% Door height for Eastern Style toilet compart ments is 67 inches (1702 mm). All other
toilet compartment doors are 58 inches (1473 mm) ¢in and standard width is 24 inches
(620 mm). A 32 inches (813 mm) clear door openirand outswinging door is required for
use by persons with physical handicaps. *****

2. Inswinging door: [24 inches] [610 mm] [__] wide by [[58] [67] inches]
[[1473] [1702] mm] high.

3. Outswinging door for use by persons with ptglhandicaps: Width to provide
[32 inches] [813 mm] clear opening by [[58] [67tes] [[1473] [1702] mm]
high.

*rx0% - Standard widths for urinal screens are 18 and 24 inches (457 and 610 mm).
Standard height for WHS-3 and_ WHFE-3 urinal screengs 42 inches (1067 mm) and for
FBS-3, FSH-3, and Floor to Ceiling urinal screenssi58 inches (1473 mm). *****

4. Urinal screens: [[18] [24] | | inchep}$7] [610] mm] wide by [[42] [58]
[ | inches] [[1067] [1473] | | mm] high.

*eekx Width of privacy screens at locations other than between urinals will vary with
condition. Typical heights for privacy screens aré&8 and 70 inches (1473 and 1778 mm).

*kkkk
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5. Privacy screens: || | inches] [] mhwide by [[58] [70] | |
inches] [[1473] [1778] mm] high.

**xx% Panels for shower and dressing compartmentswill vary according to configuration
and design. Typical heights are 58 and 70 incheBA[73 and 1778 mm). *****

6. Shower and dressing compartment panels: [ ] inches wide by [[58] [70]
[ | inches] [[1473] [1778] mm] high.

*rxex - Pilaster widths vary with compartment and do or sizes. Minimum width for Series
30, Series 50, and Series 60 is 8 inches (203 mi&)andard pilaster height for Series 30,
and FBS-3 is 70 inches (1778 mm) and for Series 48nd Shower and Dressing
Compartments is 82 inches (2083 mm). For Series,3eries 60, and Floor to Ceiling urinal
and privacy screens pilaster height will vary withceiling height. Pilaster for ESH-3 urinal
and privacy screen is an extruded aluminum membereiscribed in 2.4 below. *****

7. Pilaster: [Width to suit compartment size] [[ ] [inches] [mm] wide] by

[[70] [82] | | inches] [1778] [2083] | | [mm] high.] [by height
extending from floor to ceiling.]

*rxex - Standard sizes for Standard Shower Cabinetsare 32 inches (813 mm) wide by 32
inches (813 mm) deep by 82 inches (2083 mm) highdaB6 inches (914 mm) wide by 36
inches (914) deep by 82 inches (2083 mm) high. Newner Shower Cabinets are

triangular in plan. Standard sizes is a right triangles with two sides at 40 inches (1016 mm)
by 82 inches (2083 mm) high. Standard sizes for IHdicapped Shower Compartments are
40 inches (1016 mm) wide by 40 inches (1016 mm) dd®y 82 inches (2083 mm) high and
40 inches (1016 mm) wide by 48 inches (1219 mm) dd® 82 inches (2083) deep. *****

8. Shower cabinets: [32 inches wide by 32 isdeep by 82 inches high] [813
mm wide by 813 mm deep by 2083 mm high] [36 inchiee by 36 inches deep
by 82 inches high] [914 mm wide by 914 mm deep @§3mm high] [Right
triangle with two sides at 40 inches by 82 inchighhRight triangle with two
sides at 1016 mm by 2083 mm high] [40 inches wild®inches deep by 82
inches high] [1016 mm wide by 1016 mm deep by 2083 high] [40 inches
wide by 48 inches deep by 82 inches high] [1016wide by 1219 mm deep by
2083 mm deep].

2.4  FITTINGS
***xx* Headrails are required for Series 40 toilet compartments, FSH-3 urinal and privacy

screens, and Shower and Dressing Compartments. tifese products are not being used,
delete the following paragraph.

A. Headrail: Extruded aluminum channel with agrip shape, designed to fit over top
of pilasters, [1-7/8 by 1-5/32 inches] [48 by 29 inm

**xx% Include the following for Shower Cabinets. *****
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B. Shower cabinet hardware: Provide extrudethadum top cap and continuous
corner connection fitting for field assembly of cedis.

**xx% Include the following for FSH-3 urinal and p rivacy screens. *****

C. [Urinal] [Privacy] screen pilaster: Extrudeldiminum member slotted to receive
screen panel, [3 inches wide by 82 inches highjnire wide by 2083 mm high].
Designed to receive headrail overhead brace aadmatd floor. Floor connection to
be covered by stainless steel pilaster shoe.

D. Attachment hardware: Chrome plated, one-vamydal proof sex bolts and No. 14
stainless steel metal screws of length recommehgadanufacturer.

E. Connection brackets: Non-ferrous cast albbypme plated.

F. Pilaster trim: Minimum [3 inches high 0.03l thick] [76 mm by 0.76 mm thick]
stainless steel shoe.

25 HARDWARE

*xx% Refer to General Partitions product literatu re for descriptions, illustrations, and
selection guidelines for hardware items. Delete meapplicable hardware items.

Standard hinges are pivot type. For heavy duty catitions, three types of full length hinges
are available options. *****

A. Hinges: [Chrome plated non-ferrous cast phiages with nylon cams and
adjustable for door closing position. Top hingeumted within door cutout.]

[Geared aluminum full length hinges.] [Stainlessesfull length hinges.] [Spring
loaded aluminum full length hinge.]

**xxx Two types of door bumper are provided by General Partitions. Select appropriate
type' *kkkk

B. [Combination coat hook and rubber bumper] [Reritipped door bumper]: Cast
alloy, chrome plated.

C. Concealed latch operating handle: Cast atlosome plated mechanism that does
not require twisting or turning of wrist to operatérovide cover for exterior side.

D. Combination latch keeper and door stop withber bumper: Cast alloy, chrome
plated.

E. Door pull: Cast alloy, chrome plated, straiglop design.

2.6 ACCESSORIES
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***x* The following accessories are available forShower Cabinets and Shower and
Dressing Compartments. Receptors and curtain rodare standard accessories for Shower
Cabinets. Shower curtains, curtain tracks, seatglothes hooks, and soap dishes are
optional accessories and will not be provided unlesspecified. Delete non-applicable items.

*kkkk

A. Shower receptor:

*re6% Receptors are available as_Standard Designa triangular design for corner
installation, Neo-corner; or with a ramped designHandicapped, to accommodate persons
with physical handicaps. *****

1. Type: Precast terrazzo, black and whiteroelth [triangular design for corner
installation] [ramped front to accommodate perswits physical handicaps,]
brass drain, and stainless steel strainer; [Stdihfideo-corner] [Handicapped]
as manufactured by General Partitions Manufactutiagporation.

*rxkx - Standard receptors are available in sizes 32by 32 inches (813 by 813 mm) and 36 by
36 inches (914 by 914 mm)._Neo-corner as a righitaingle with two 40 inches (1016 mm)
sides. _Handicapped receptors are available in sgd0 by 40 inches (1016 by 1016 mm) and
40 by 48 inches (1016 by 1219 mm).

2. Size: [32 inches wide by 32 inches deep[Bim wide by 813 mm deep] [914
mm wide by 914 mm deep] [Right triangle with twdes at 40 inches] [Right
triangle with two sides at 1017 mm] [40 inches wiye40 inches deep] [1016
mm wide by 1016 mm deep] [40 inches wide by 48 @sctieep] [1016 mm
wide by 1219 mm deep].

*xek Two types of shower curtain are provided asan optional accessory. *****

B. [Shower] [Dressing compartment] curtain: [§#oveave, white duck fabric] [Heavy
duty, translucent vinyl curtain] with grommets amabks.

**xxx Shower cabinets can be provided with curtain rods. *****
C. Provide shower cabinets with stainless staatd curtain rod.

*x6% - Shower and dressing compartments can be equuped with curtain track in headrail.

*kkkk

D. Provide extruded aluminum track in headrailsbiower] [and] [dressing]
compartment. Provide with carriers for suspensiocurtain.

E. [Shower] [Dressing compartment] seat: [[1-ibh] [32 mm] maple with urethane
finish] [Stainless steel panel] [Solid phenoliclid density polymer], [1/4 inch] [6
mm] radiused edges, [10 inches] [254 mm] wide Imgte of compartment as
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indicated on Drawings.] [size and shape as inditateDrawings.] Provide with
brackets and supports.

F. Clothes hooks: Double prong, non-ferrous alisy, chrome plated.

G. Soap dish: Stainless steel.
2.7 FACTORY FINISHING
**x6% Typical finish for stainless steel compartments is No. 4 stainless steel finish. General
Partitions also provides optional textured stainles steel and baked enamel finishes on
stainless steel. Include the following paragraphof No. 4 stainless steel finish. *****

A. All exposed stainless steel components slaleiNo. 4 surface.
*xx% Include the following paragraph for textured stainless steel finish. *****

B. Exposed flat surfaces of panels and pilasleadi have textured leather grain like

stainless steel finish. Stainless steel pilastees and other trim shall have No. 4

stainless steel finish.

*xx% Include the following four paragraphs if the stainless steel panels are to be finished
with baked enamel. *****

C. Clean, degrease, and neutralize panels.
D. Finish coat: Polyester enamel applied withdipelectrostatic system and baked at
400 degrees F. Finish shall not crack, peel, rateate when tested under the
following conditions:
1. 1,000 hours with 100 percent humidity at @i@Qree F.
2. 300 hours of 20 percent salt spray at 100es=sgF.
3. 1,000 hours of water soak at 110 degrees F.
4. Minimum hardness: 2H.
**x&% - General Partitions provides 16 standard baked enamel finish colors. Contact
General Partitions for additional available colors. Special request colors will increase
delivery time. Single or multiple colors can be w=sd. For multiple colors, specifier will need
to list color for each component such as pilastergloors, and urinal screens. *****
E. Color: [[ ] as provided by Genemtifons Manufacturing

Corporation.] [[Single color] [Maximum of | plors] selected by Architect
from manufacturer's [standard] [full] range.
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F. Provide small quantity of matching paint fredd touch-up of finish in accordance
with Paragraph 3.4.

PART 3 - EXECUTION

3.1 PREPARATION

A. Coordinate requirements for blocking in stualle/to ensure proper support is
provided for wall attachments.

***&x* Include the following paragraph for Series 50 - Ceiling Hung and_Series 60 - Floor
to Ceiling toilet compartments. *****

B. Coordinate requirements for structural suppwtnbers and bracing above ceiling
for adequate [suspension of ceiling hung toilet partments] [attachment of floor to
ceiling pilaster].

C. Coordinate requirements for piping, draingl plumbing rough-ins for adequate
installation of shower cabinets. Factory prepamaser panels to receive plumbing
fittings.

D. Verify that site conditions are ready to reeeivork and opening dimensions are as
indicated on shop drawings.

E. Verify correct spacing of plumbing fixtures.
3.2 INSTALLATION

A. Install partitions [and shower cabinets] secylumb, and level in accordance with
manufacturer's instructions.

B. Maintain [3/8 to 1 inch] [10 to 25 mm] uniforapace between wall and panels and
between wall and end pilasters.

C. Attach panel brackets securely to walls usimghor devices recommended by
manufacturer.

*xx% Where pilasters intersect adjacent walls and are less than 6 inches (152 mm) wide,
such pilasters will terminate 12 inches (305 mm) awve finish floor and be attached to walls
with brackets. As an option, all pilasters can exnd to floor. *****

D. Where indicated on approved shop drawingasfsls intersecting adjacent walls
shall be terminate [[12] [3] inches] [[305] [76] mm@mbove floor and attach to wall
with brackets.

E. Where indicated on approved shop drawingastgls intersecting adjacent walls
shall be attached with brackets.
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F. Attach panels and pilasters to brackets wittes metal screws.

**xx% Include the following paragraph for Series 30 - Floor Supported, and_ Model FBS-3 -
Floor Braced Urinal Screen. *****

G. Anchor pilaster to floor with two [3/8 inch]l() mm] threaded steel studs and
leveling nuts and washers. Adjust pilaster supfmocompensate for floor variations.
Conceal floor fastenings with pilaster shoes.

***&x* Include the following two paragraphs for Series 40 - Floor Supported with Headrail,
Model FSH-3 - Floor Supported Urinal Screen with Hadrail, and Shower and Dressing
Compartments with Headrail. *****

H. Brace pilasters with overhead rail. Locatadrail joints at pilaster center lines.

I.  Anchor pilaster to floor with stainless staelgle plate, sheet metal screws, and
anchors. Conceal floor fastenings with pilasteresh

***x% Include the following paragraph for Series 50 - Ceiling Hung toilet compartments.

*kkkk

J. Suspend pilasters from auxiliary structurairfing directly above finished ceiling.
Attach with two [3/8 inch] [10 mm] threaded studsifiches] [127 mm] long. Use
leveling nuts and washers to adjust position afgtdr. Conceal ceiling attachment
with pilaster shoes.

***&% |nclude the following paragraph for Series 60 - Floor to Ceiling toilet compartments.

*kkkk

K. Anchor pilaster to floor and to ceiling suppwith stainless steel angle plate, sheet
metal screws, and anchors. Conceal floor andhgeliistenings with pilaster shoes.

**x&% |Include the following paragraph for Model WH_F-3 - Wall Hung Flange Urinal
Screen. *xrEx

L. Anchor urinal screen panels to walls with @oadus aluminum channel.

***x% |nclude the following paragraph for toilet c ompartments or if shower and dressing
compartments are equipped with doors. *****

M. Door installation: Hang doors from pilasteEquip each door with [two pivot
hinges,] [full length continuous hinge,] door latdoor strike and keeper, and [coat
hook and bumper] [door bumper]. Install door muiloutswinging doors.

**xx% |nclude the following paragraph for Shower C abinets. *****
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N. Shower cabinets: Assemble with extruded atwm corner connection fittings and
headrails. Ensure that joints between panelspters floor, and adjacent walls are
properly sealed to prevent water leakage. Seal gl fastener penetrations through
panels to prevent moisture migration into paneécor

3.3 ERECTION TOLERANCES
A. Maximum variation from true position: [1/4dhn] [6 mm].
B. Maximum variation from plumb: [1/8 inch] [3njm

3.4  ADJUSTING AND TOUCH-UP

*xx% Include the following two paragraphs if panels have exposed stainless steel finish.

*kkkk

A. Remove protective film from stainless steeiqla.

B. Remove minor scratches by buffing surfacelaedding such that refinishing cannot
be detected.

*xx% Include the following paragraphs if stainles s steel panels have baked enamel finish.

*kkkk

C. Touch-up minor scratches and nicks in pamsfi with same color and type of paint
as original finish. Repair such that damage afidising cannot be detected. Wax
and polish repaired area.

D. Replace significantly damaged, bent, deepigtshed, or dented panels.

E. Adjust hinges to locate inswinging doors imtiahopen position and outswinging
doors in closed position when unlatched.

F. Adjust and align hardware to uniform clearaateertical edge of doors.
3.5 CLEANING
A. Remove protective maskings.

B. Clean surfaces and wash with mild soap. Rinemughly and dry. Do not use
abrasives.

END OF SECTION
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